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This manual contains only basic information about operation and 
maintenance of the  printer. For detailed infor-
mation see the Printer User Manual. EBS Ink Jet Systeme GmbH

Alte Ziegelei 19-25
D-51588 Nümbrecht-Elsenroth

 (+49) 2293-939-0 or 2293-939-3
 www.ebs-inkjet.de

 

e-mail  mail@ebs-inkjet.de

Before using the  printer, please read careful-
ly the documents attached to the printer, especially the Safety 
Manual and the material safety data sheets (MSDSs) for consum-
ables in use.

Starting the Printer uP

INK-JET EBS-2600/510/72

P120425000-101234

2022

Type
Typ

Number
Nummer

Manufactured
Baujahr

Made in EU50 - 60 Hz

< 0.5 A

100 – 240 V
Voltage

Spannung

Frequency
Frequenz

Current
Stromaufnahme

00:45

M
A

IN
 SCREEN

project called EBS is ready 
for printing

printer is up and running

name of project open 
for printing

preview of project open 
for printing

Shutting the Printer down

INK-JET EBS-2600/510/72

P120425000-101234

2022

Type
Typ

Number
Nummer

Manufactured
Baujahr

Made in EU50 - 60 Hz

< 0.5 A

100 – 240 V
Voltage

Spannung

Frequency
Frequenz

Current
Stromaufnahme

LCD display is blank
printer is shut down

shut down in regular 
mode

00:25

if need be

4s
shut down in 

emergency mode

M
A

IN
 S

CR
EE

N

The printer can be shut down in emergency mode only if the printer 
crushes, when a shutdown in regular mode for a longer period could cause 
further damage, e.g. ink spilling.
In emergency mode, steps  and  are skipped.

press and hold 
over 4s

Modifying/oPening a Project for Printing

project called Graphics is 
open for printing

M
A

IN
 SCREEN

selected project called EBS is 
open for printing

M
A

IN
 SCREEN

PR
O

JE
CT

 L
IB

RA
RY

name of project open 
for printing

preview of project open 
for printing

preview of selected 
project

select a 
project
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enabling Printing

project called EBS is open 
for printing

M
A

IN
 SCREEN

name of project open for 
printing

printing paused
(readiness for printing)

pr
in
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en
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preview of project open for 
printing

object is detected by 
photodetector

PauSing Printing

or

M
A

IN
 SCREEN

name of project being 
printed

printing enabled

preview of project being 
printed

printing paused
(readiness for printing)

rePlacing the ink bottle

INK-JET EBS-2600/510/72

P120425000-101234

2022

Type
Typ

Number
Nummer

Manufactured
Baujahr

Made in EU50 - 60 Hz

< 0.5 A

100 – 240 V
Voltage

Spannung

Frequency
Frequenz

Current
Stromaufnahme

INK-JET EBS-2600/510/72

P120425000-101234

2022

Type
Typ

Number
Nummer

Manufactured
Baujahr

Made in EU50 - 60 Hz

< 0.5 A

100 – 240 V
Voltage

Spannung

Frequency
Frequenz

Current
Stromaufnahme

Empty ink bottle.

acknowledge the 'new bottle 
approved' message

message saying that 
ink level is critically 

low

click to display 
details/to ac-

knowledge

optionally click  
to acknowledge 

the message
(to delete it from 

list) put new bottle 
transponder to 

reader

unscrew and remove 
the empty bottle

tear aluminum 
protective film from 

a new bottle

The turning of a new bottle of ink upside down will 
not cause the ink to spill out because the bottle is 
equipped with a protective valve.

screw a new bottle of ink 
into socket

if print quality is poor, fol-
low the purging procedure 
(see “Purging/Venting the 

Printer”)

Indicator of estimated ink level in the bottle

0% 1 - 9% 10 - 30% 31 - 60% 61 - 80% 81 - 100%

M
A

IN
 S

CR
EE

N
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eMPtying the waSte bottle

monitor the level of 
liquid in transparent 
waste bottle system-

atically

Dispose of liquid 
waste following the 
local waste disposal 
regulations!

2/
3

put absorbent 
material under the 

waste bottle

Follow the waste bottle emptying 
procedure when about  2/3 of the 
bottle volume is filled with liquid 
waste.

unscrew and remove 
the waste bottle

empty the waste 
bottle

screw the emptied waste 
bottle into socket

Purging/Venting the Printer

INK-JET EBS-2600/510/72

P120425000-101234

2022

Type
Typ

Number
Nummer

Manufactured
Baujahr

Made in EU50 - 60 Hz

< 0.5 A

100 – 240 V
Voltage

Spannung

Frequency
Frequenz

Current
Stromaufnahme

It is advisable to follow the purging/venting procedure if print quality goes down or air bubbles are trapped in the system while the ink 
bottle is being replaced. If the purging/venting does not improve print quality, the nozzle plate cleaning procedure should be carried 
out (see “Cleaning the Nozzle Plate”). Purging functions are not available to operator-type users. The printhead can be purged/vented by 
instructed persons.
The purging/venting procedure can be carried out without the use of a drip molding. Steps marked with  are optional.

stop printing
(see “Pausing Print-

ing”) M
A

IN
 SCREEN

2s
* A drip molding is part of a double-sided accessory, which is 
not supplied with the printer.
When reversed through 180°, it constitutes sealing cover A. 
It is advisable to install optional sealing cover A or standard 
sealing cover B onto the nozzle plate (in place of the slide) 
if the printer is to remain idle for a longer time (at least 
1 week) or even every day if the printer is operated in the 
environment where there is a lot of dirt that could settle on 
printhead nozzles. A B

spray wash-up over 
the nozzle plate 
with a sprayer

remove the slide
(see “Cleaning the 

Nozzle Plate”)

install a drip mold-
ing* in place of the 

removed slide

use a cross head screwdriver 
to tighten two screws to 
fasten the drip molding click and hold 

over 2s

ordinary, about 
2-second 
purging

on finishing the 
purging procedure 

remove the drip 
molding

wait until ink flows 
down from the 

nozzle plate to the 
drip rail

re-install the slide
tighten two screws 
to fasten the slide

enable printing (see 
“Enabling Printing”)
make test prints to 
check print quality

cleaning the nozzle Plate

INK-JET EBS-2600/510/72

P120425000-101234

2022

Type
Typ

Number
Nummer

Manufactured
Baujahr

Made in EU50 - 60 Hz

< 0.5 A

100 – 240 V
Voltage

Spannung

Frequency
Frequenz

Current
Stromaufnahme

stop printing
(see “Pausing Print-

ing”)

use a cross head screw-
driver to loosen two screws 

and unfasten the slide

remove the slide to gain 
access to the nozzle 

plate

Clean the nozzle plate using the cleaner supplied by EBS Ink 
Jet Systeme GmbH only!
The foam cleaner should be thrown away after use. The cleaner 
handle can be used many times.
The use of other cleaning materials may lead to printhead damage 
that is not covered by the warranty!

spray wash-up over 
the nozzle plate with a 

sprayer

It is advisable to carry out the nozzle plate cleaning procedure if purging/venting has not improved print quality. The nozzle plate 
can be cleaned by instructed persons.

clean the nozzle plate with the cleaner sup-
plied by EBS Ink Jet Systeme GmbH

 from top to bottom only 

re-install the slide
tighten two screws 
to fasten the slide 

enable printing
(see “Enabling 

Printing”)


